
AD-A260 834

OFFICE OF NAVAL RESEARCH

FINAL TECHNICAL REPORT

for

1 October 1989 through 31 March, 1992

for

Contract N00014-90-J-1279

R&T No.

Fundamental Properties and Device Applications of GexSil-./Si Superlattices

Kang L. Wang

University of California, Los Angeles

405 Hilgard Avenue

Los Angeles, CA 90024

1993 !'

Reproduction in whole, or in part, is permitted for any purpose of the United States

Government.

* This document has been approved for public release and sale; its distribution is

unlimited.

( 93-039641111111 ilulll11111 1111 11l1 11l1 lll JJJI



Contents

1 Abstract 1

2 Introduction 1
2.1 6-doped Quantum Wells and Many-Body Effects ................ 2
2.2 Intersubband Absorption in SiGe/Si Quantum Wells ............. 4
2.3 Detector Application ........ ........................... 6
2.4 Stark effect of type II SiGe/Si quantum wells ................... 9
2.5 Optical Properties of Monolayer Si,,Ge, Superlattices ............ 10
2.6 Effective mass and mobility of holes ......................... 13
2.7 Summary ......... ................................. 14
2.8 List of Publications ........ ............................ 16

List of Figures

1 SIMS depth profile of b-doped layer ......................... 3
2 Doping dependence of absorption ....... .................... 3
3 Many-body effects ......... ............................ 4
4 Intersubband absorption in SiGe/Si quantum wells .............. 5
5 Absorption as a function of polarization angle ................. 6
6 Absorption measurement ................................ 7
7 Polarization dependence of absorption ...................... 8
8 Photocurrent measurement ............................... 10
9 Stark's shift vs. bias ........ ........................... 11
10 Hydrogen passivation ................................... 12
11 RTA data ......... ................................. 12
12 Calculated effective mass ................................ 13
13 Calculated hole mobility ........ ......................... 14

SAoaes 'on For

DIV 1 7EU
J]

.. IY



1 Abstract

The purpose of the research was to perform scientific study and experimentation on

potential new Si based devices for future optical and electronic applications. The re-

search areas included novel detectors, modulators, sources, new properties, and other

quantum devices using Si molecular beam epitaxy (Si-MBE) based quantum wells and

superlattices. With the support of ONR, we have made significant advances in the

understanding of optical properties of intersubband transition of Sii_.Ge./Si multiple

quantum wells, and the fabrication of multiple quantum well infrared detectors oper-

ating in the 8-12 Am range. Large many-body effects have been observed in 6-doped

Si and heavily doped SiGe/Si quantum well structures. We have also investigated the

Stark effect of type II SiGe/Si quantum well structures for optical modulator appli-

cation in 1-2 pm range. For potential realization of Si-based light sources we have

continued the study of luminescence from monolayer superlattices and strained alloy

layers. In the area of transport properties, we have calculated the effective mass and

mobility of holes in strained SiGe layers as a function of Ge composition.

2 Introduction

The purpose of the research was to perform scientific study and experimentation on

potential new Si based devices for future optical and electronic applications. The

research areas included novel detectors, sources, new properties, and other quan-

tum devices using Si molecular beam epitaxy (Si-MBE) based quantum wells and

superlattices. With the support of ONR, we have made significant advances in the

understanding of optical properties of intersubband transition of SijxGex/Si multiple

quantum wells, and the fabrication of multiple quantum well infrared detectors oper-

ating in the 8-12 pm range. Large many-body effects have been observed in b-doped

Si and heavily doped SiGe/Si quantum well structures. We have also investigated

the Stark effect of type II SiGe/Si quantum well structures for optical modulator

application in 1-2 pm range. For potential realization of Si-based light sources we

have continued the study of luminescence from monolayer superlattices and strained

alloy layers. In the following we highlight the accomplishments made. Details may
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be referenced to the publications resulting from the past three years efforts listed in

section 2.8.

2.1 6-doped Quantum Wells and Many-Body Effects

In the following, we will describe the important properties of J- doped quantum

wells [11 that we have discovered. The key point is to show that the many-body

effects due to S-doping can be used to tune the transition energy, independent of

effective mass. The 8-doping in semiconductors can be viewed as an alternative way

of achieving quantum well structures without heterojunctions. The potential profile

associated with 8-doping closely resembles that of a parabolic quantum well, due to

the finite width of the doped layer. The well thickness and the barrier height can be

controlled by the thickness of the doped layer and the doping density. The potential

profile and the energy level spectrum in the well is usually obtained by solving the

Schr~dinger and Poisson's equations self-consistently (Hartree approximation) [2]. For

intersubband detector application in the 10 pm range, the population of carriers in

such structures needs to be considerably larger (in order to get the required energy

level separation) than typically used in heterojunction quantum wells. As a result,

the many-body effects play an important role in determining the optical properties

of 8-doped quantum wells.

A typical structure used in this study consists of an undoped Si buffer layer,

followed by 10 periods of 35 A of heavily boron-doped Si layers and 300 A of undoped

Si spacers. Figure 1 shows the (SIMS) depth profile for a typical 6-doped structure

(sample A). A full width at half maximum (FWHM) of approximately 50 A is

obtained from the depth profile.

Measured absorption spectra of samples with different doping densities as a func-

tion of photon energy are shown in Fig. 2. It can be clearly seen that the absorption

spectra shift towards the high energy regime with increasing absorption as the doping

density is increased. The shift of the absorption peak is mainly due to the increase of

the potential well depth at high doping densities. The widths of the absorption peaks

are more than an order of magnitude larger than those observed in GaAs/AlGaAs

quantum well structures, typically about 10 meV. The polarization dependence of the
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Figure 1: SIMS depth profile of sample A. It reveals 10 periods of boron 6-doped Si

layers with a FWHM of about 50 A.
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Figure 2: Absorption spectra of the four samples as a function of photon energy at

300 K. The set of curves is due to different doping concentrations.
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Figure 3: Subband separation as a function of doping density (a) experimental data
(dashed curve with open circles), calculated results using (b) using the Hartree ap-
proximation (dashed curve), and (c) the Hartree-Fock approximation (solid curve).

spectra shows a similar behavior as in the case of multiple quantum wells discussed

above, indicating the one dimensional nature of the potential.

The experimental peak positions along with the calculated values using a multi-

band self-consistent calculation (Hartree approximation) are shown in Fig. 3. These

values are considerably smaller than the experimental values shown by the open cir-

cles. The solid curve in the Fig. 3 shows the incorporation of the many-body effects

(i.e., Hartree-Fock approximation) to the calculated energy level separation. This

brought the calculated and experimental peak positions to a reasonably close agree-

ment. The significance of this work demonstrates the substantially large many-body

effects of SiGe than those of the GaAs-based system.

2.2 Intersubband Absorption in SiGe/Si Quantum Wells

The following examples will demonstrate the work to date in the intersubband tran-

sition and ability to quantify the polarization dependence [3]. The work described

below is for p-type (100) and the transition obtained is between two heavy hole sub-

bands and thus has the same selection rule as the AlGaAs/GaAs conduction subband
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Figure 4: Measured absorption spectra as a function of energy for different polariza-
tion angles of the incident infrared beam. The absorption strength at large polariza-
tion angles is shown to decrease in accordance with the selection rules of intersubband
transition at the F- point. The inset shows the waveguide structure used in the mea-
surement.

transition. In the case of SiGe grown on Si, most of the band offset appears in the

valence band and the intersubband absorption of holes can be more conveniently stud-

ied. The transmission spectrum of the sample is taken at room temperature using a

Fourier transform infrared (FTIR) spectrometer. In the measurement, a waveguide

structure of 5 mm long and 0.5 mm thick is employed (see inset of Fig. 4) in order to

enhance the absorption.

Measured absorption spectra as a function of energy using the waveguide structure

are shown in Fig. 4. The set of curves are due to different polarization angles of

the infrared beam and the zero degree corresponds to the polarization of the beam

along the growth direction. The strength of the intersubband absorption decreases

as the polarization of the infrared beam is rotated from the perpendicular direction

towards the parallel direction of the plane of layers. Figure 5 illustrates the relative

absorption strength as a function of the polarizer angle 0 and the data follow the

cos 20 dependence (dashed curve), in good agreement with the selection rule of the

intersubband transition. The estimated oscillator strength using the absorption data

is about 0.98, which is in good agreement with the calculations. The value is also close
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Figure 5: Normalized absorption strength as a function of the polarization of the
incident infrared beam. The zero degree corresponds to the polarization along the
growth direction of the structure. The dashed curve shows the theoretically expected
cos24 dependence.

to that obtained for intersubband absorption in III-V based quantum well structures

which are in the 0.5 to 1.2 range.

2.3 Detector Application

We have investigated the potential application of SiGe/Si multiple quantum wells for

infrared detectors [4, 5]. The use of Si-based quantum well structures has an added

advantage due to the potential for integrating with Si signal processing electronics in

a monolithic manner. The Ge composition and the well thickness are selected to have

the heavy hole bound state inside the well and the first extended excited state close

to the continuum of the barriers for detector application.

Figure 6 shows the room temperature absorption spectrum for different polariza-

tion angles as a function of wavelength using a 450 multipass waveguide structure

with dimensions of 4 mm long and 0.5 mm wide. At the 0" polarization, the incoming

photon electric field has components both along the growth direction (z-direction)

and parallel with the growth plane (xy-plane). In this case, the absorption spectrum

consists of a relatively broad peak at near 9 /rm superimposed on a monotonically
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Figure 6: Measured FTIR spectrum at 300 K. Absorption spectra at three different
polarization angles are shown. At the 00 polarization, a broad peak near 9 pm is
seen. This peak is due to a heavy hole intersubband transition. The 90' case shows
a stronger background absorption most likely due to free carrier absc° a, but the
peak seen at the 0" polarization is not visible.

increasing background as the wavelength is increased. On the other hand at the 900

polarization where the field is polarized only along xy-plane, the absorption shows

the similar trend as the 00 case, but the absorption strength is stronger and the peak

at 9 pm is no longer visible. As the polarization angle increases, the peak absorp-

tion decreases (characteristics of intersubband transition at the P-point) while the

background absorption increases. The absorption spectrum at the 900 polarization in

Fig. 6 is mostly due to two dimensional free carrier absorption. In this case, the pho-

ton absorption occurs via phonon or impurity scattering to conserve the momentum.

As the polarization angle increases, the photon field in xy-plane increases while the

field in the z-direction decreases. This causes an increase of free carrier absorption

and a decrease of intersubband absorption as the polarization angle increases.

Mesa diodes of 200 pm in diameter with a 450 facet on the edge of the wafer

as shown in the inset of Fig. 7 are fabricated for the study of photoresponse. The

infrared is illuminated on the facet at the normal such that the incident angle on

the multiple quantum well structure is 45°. The photo-signals are measured at two

different polarization angles of 0' and 90". Figure 7 shows the photocurrents at
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Figure 7: Photoresponse at 40 K for two polarizations angles with a 2 V bias applied
across the detector. Infrared is illuminated on the facet at the normal such that the
incident angle on the multiple quantum well structure is 450 as shown in the inset.

the 00 and 901 polarizations at 40 K, with a 2 V bias across the detector. In the

00 polarization case, a peak is found at near 8.6 pim which is in agreement with

the FTIR absorption spectra, except the peak position moves slightly to a lower

wavelength because of the use of different temperatures in the two measurements.

The full width at half maximum (FWHM) is about 80 meV and is also in agreement

with the absorption spectra, while for the 900 polarization, the peak at near 7.2 pm

is observed with a similar FWHM. For the latter, the shift of the peak to a shorter

wavelength may be due to the sharing of phonon energy with momentum conserving

processes such as phonon or impurity scattering. The peak photocurrent found at

the 00 polarization case disappears in this case. The photoresponse for both cases

are about the same, 0.3 A/W. Fig. 7 shows the photocurrent along with the result

obtained from a unpolarized beam. In the latter case, a peak is found at near 7.5 pm

and the photocurrent is about 0.6 A/W, approximately the sum of two polarization

cases.
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It is clear that for the 0' polarization case, the photocurrent is due to intersub-

band transition between two heavy hole subbands and also partially due to internal

photoemission of holes excited via free carrier absorption. For the 900 polarization

case, intersubband transition is forbidden but free carrier absorption is stronger than

that of the 00 polarization case because entire photon electric field lies in the xy-plane.

The photocurrent in this case is believed to be due to internal photoemission of free

carriers.

For the present not yet optimized detector, a quantum efficiency of 77 - 14 % is

obtained for the polarized light. For the unpolarized case, the photocurrent is the

sum of both intersubband transition and the photoemission due to free carriers.

2.4 Stark effect of type II SiGe/Si quantum wells

It is known that Sil-.Ge./Si heterostructures grown on a Sil-yGey buffer layer has

a type-II band (staggered) alignment where the quantum wells of electrons and holes

are confined in different layers [6]. Due to the spatial separation of wave functions

in the valence band (VB) and conduction band (CB), the structures with a type-II

band alignment are expected to have optical properties different from those of type-I

structures where both the CB and VB quantum wells are formed in the same layer.

For example, in type-II multiple quantum well (MQW) structures, interband optical

transition can have a large transition energy shift under an applied electric field. In

the experiment, p-i-n diodes are fabricated in which the i-region consists of type-Il

SiGe/Si multiple quantum wells. The p-i-n diode structure consists of a p-doped

(1 x 10"8 cm-3 ) Sio.sGeo. 2 unstrained buffer layer grown on a p-Si(100) substrate, 50

periods of undoped 70 A SiO.6 GeO. 4 quantum wells and 70 A Si barriers, and a 0.8 tim

n-doped (5 x 1016 cm- 3 ) Sio.8 Geo. 2 cap layer terminated with a n+ doped region for

the ohmic contact [6].

The photocurrent measurement as a function of bias is carried out at 77 K in the

wavelength range of 1-2 pm. Figure 8 shows the normalized photocurrent vs. photon

energy as a function of applied reverse bias at 77 K. The measured photocurrent data

have a strong bias dependence due to the increase of carrier transport under bias

in the structure [6]. In order to deconvolute the spectral response from the carrier
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Figure 8: Normalized photocurrent spectra vs. photon energy (77 K) as a function
of reverse bias across the p-i-n diode.

transport effect, the obtained photocurrent spectrum at each bias is normalized by

the values at 1.1 eV for the same bias. As shown in Fig. 8, the absorption edges shift

to lower energies (red shift) as the reverse bias across the p-i-n structure is increased.

The amount of thc shift is qualitatively given by the potential drop between the two

spatially separated quantum wells, i.e., eEL/2, where E is the applied electric field

and L is the period of MQW's. The experimental shifts are plotted as data points in

Fig. 9. In the plot, the zero bias case is taken as the zero-field rt.ference point. The

dashed curve gives the calculated absorption energy shift versus electric field in the

structure. An envelope function approximation is used for the calculation of the shift

as a function of electric field [7]. For comparison, we have also included the calculated

values for a type I MQW structure having parameters same as the type II structure.

The measured slope of the shift as a function of electric field is approximately 0.75

meV/(kV cm- 1) and this value is close to the theoretically estimated value.

2.5 Optical Properties of Monolayer Si,,,Ge,, Superlattices

The optical properties of monolayer Si ,.Ge,, superlattices have been investigated by

photoluminescence (PL) spectroscopy [8, 9]. The aim of this work is to understand
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Figure 9: Electric field versus absorption edge shift at 77 K. The data points indicate
the experimental values obtained using a curve fitting technique. The dashed curve
shows the theoretical values. Note, zero bias is taken as the reference point.

the band-folding effects due to the short superlattice periodicity. In order to distin-

guish bandgap-related luminescence from defects and dislocations, the samples were

passivated with atomic hydrogen. Fig. 10 shows the PL spectra, for example, of a

16x4 SL before and after passivation. The broad background luminescence in the low

energy region is a characteristic of the D lines ascribed to dislocations in a plastically

deformed SiGe buffer layer. Using a step by step chemical etching, the broad peak

was shown to originate from the buffer layer. Upon passivation, this broad signal was

considerably reduced in intensity and only two well defined peaks remained from the

original spectrum. The 61 meV difference in energy between the two peaks was close

to the Si-Si optical phonon vibration energy as measured by a Raman experiment.

Thus the H-passivation study appears to confirm that the observed peaks at 1.026 eV

and 0.965 eV are due to transitions in the SL. Similar behavior was also observed for

the 14x4 superlattice with transitions at 0.998 eV and 0.940 eV. The lowering of the

transition energy is due to the larger average Ge composition in the 14x4 superlattice

compared with the 16x4 superlattice.

To further support the assertion that the 1.026 eV and 0.965 eV lines for the

16x4 SL (0.998 eV and 0.940 eV for the 12x4 SL) are superlattice-related, we have
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Figure 10: As-grown and hydrogenated photoluminescence spectra of a 16 x 4 superlat-
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Figure 11: PL spectrum of the 16x4 SLS after an 800 OC, 60 second RTA. The peaks
at 0.976 and 1.037 eV correspond, respectively, to the 0.965 eV shoulder and the 1.026
eV peak of the spectrum of the as-grown sample. The features at 0.799 and 0.870 eV
are due to the buffer layer.
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Figure 12: Calculated effective mass (a) longitudinal, and (b) traverse of strain SiGe
layer grown on Si(100) substrate.

performed rapid thermal annealing (RTA) on the samples. The spectrum of the 16x4

SL after a RTA anneal at 800'C for 60 seconds is shown on Fig. 11 and is very similar

to the spectrum obtained after hydrogenation. The two main peaks have shifted to

higher energy due to the interdiffusion of the Si and Ge atoms at the interfaces. It is

worth noting that the energy separation between the two peaks remains at 61 meV.

From these results, it is believed that the effect of the artificially introduced peri-

odicity on the band structure is responsible for the observed superlattice PL signals,

although no direct gap nature is confirmed. However, the observation of superlattice

transition is a step towards better understanding of the light emission of zone-folded

structures.

2.6 Effective mass and mobility of holes

The effective mass of the three hole bands of strained SiGe layers as a function of

Ge composition have been calculated using the k-p and strain Hamiltonians. The

constant energy surfaces of the valence bands under strain are shown to be ellipsoids

for small k values and becomes similar to that of Si for large k values. The longitudinal

and transverse effective masses for the three hole bands are shown in Fig. refmasses

(a) and (b) for SiGe layers grown on Si (100) substrate. The transverse heavy hole
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Figure 13: Calculate hole mobility of a strained Sio.8Geo.2 layer as a function of
temperature.

mass under strain becomes smaller than that of the light hole mass. On the other

hand, the longitudinal heavy hole mass is unaffected by the strain [10]. We have also

extended the calculation to estimate the hole mobility. Figure 13 shows the mobility

of a Sio.sGeo.2 layer grown on (100) oriented Si substrate as a function of temperature.

We have shown that the phonon scattering is dominant in the high- temperature range

and alloy scattering becomes important at low temperatures for SiO.sGeo. 2 film grown

on (001) Si substrate. Under strain, the heavy and light hole degeneracy is lifted

and thus reducing the interband scattering which gives higher mobility than that of

relaxed layer of the same Ge composition. These results indicate the use of strain for

further engineering of devices.

2.7 Summary

In summary, in the performance period we have studied the intersubband transitions

in 6-doped quantum well structure in Si. The importance of many-body effects on the

transition energy have been demonstrated for the first time. In the case of SiGe/Si

heterostructures, intersubband transition between quantized states has been demon-

strated for the first time. Infrared detectors operating near 10 pim have also been

14



fabricated. A large quantum confined Stark effect in a type-II SiGe/Si multiple quan-

tum well structure have been demonstrated which can have potential application in

optical modulators in the 1-2 pm range. As step towards achieving Si-based light

sources, we have studied the luminescence of strained SiGe layers. The luminescence

originated from the alloy was discriminated from those of dislocations using hydro-

gen passivation and progressively etching of the structure. In the study of transport

properties, we have calculated the effective mass and mobility of strained SiGe layers

as a function of Ge composition.
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